
MMS CALCI FLOUR 

 

Micronised Mineral Solutions (MMS) Calci Flour is a high quality Calcium Carbonate product ground to mean average 
particle size of 18 microns. It is specially formulated to maximise the ENV (Effective Neutralisation Value) creating a 
balancing agent for low pH soils.  
 

Calcium is the “King of Minerals” that releases the strongest growth energy for plants, which carries many other       
nutrients and micro-nutrients into the plant during uptake. Calcium is vital for strong plant cell structure, fruit quality 
and disease resistance at optimum levels. MMS Calci Flour is the perfect product for all fruit and vegetables, high 
quality hay and healthy livestock.  
 

Key Product Features and Benefits 
· Locally manufactured lime specially formulated to allow 5 times more     

Calcium uptake by plants than AgLime 
· Opens soil structure, with improved aeration, water infiltration increases soil 

microbial populations and diversity. 
· Calcium is an essential mineral required for new cell formation in plants as 

well as reproduction and growth of soil micro-organisms and fungi. 
· Increased plant available nutrients promoted through higher product           

availability. 
· MMS Calci Flour is a micronised dry product that requires lower                        

application rates for effective soil cover, compared to conventional                  
limestone products. Typically, our micron size only requires ~11 kg for 
a surface area coverage of one hectare. 

· Promotes extensive root growth for deeper moisture and nutrient       
uptake by the plants. 

· MMS Calci Flour is a smart product selection to raise pH levels in        
tropical acid soils.  

 

þ Packaging options: 25 kg sacks and 500 - 1200 kgs Bulker Bags  
 
PRODUCT HANDLING & STORAGE 
MMS Calci Flour is classified as a fine grain material and is suited to pneumatic 
and mechanical conveying systems. Store in a cool, dry, well ventilated area,   
removed from incompatible substances and foodstuffs. Ensure containers are 
adequately labelled, protected from physical damage and sealed when not in 
use. Store removed from direct sunlight. Protect from moisture. 
 

PRODUCT SAFETY INFORMATION  
Personnel should wear dust-proof googles, PVC or rubber gloves and impervious 
shoes. While using in large quantities, use coveralls.  For more information, refer 
to Safety Data Sheet for Calcium Carbonate.  

PROPERTIES METHOD TYPICAL RANGE 

CaO Available 
AS4489-

1997 
52% 50 - 54% 

CaCO3 
AS4489-

1997 
94% 94 - 98% 

ENV 
AS4489-

1997 
96.7% 95% Min 

SiO2 XRF 1.0% 2.0% Max 

Al2O3 XRF 1.0% 1.0% Max 

Fe2O3 XRF 0.1% 0.1% Max 

MgCO3 
AS4489-

1997 
0.5% 2.0% Max 

pH in slurry 
AS4489-

1997 
7 6.8 - 7.5 

Mean Avg 
Particle Size 

18 microns  

Office & Production Facility: 10, Campion Road, East Arm NT 0828       
Telephone: +61 8 8947 1872  / 8947 3264 
Website: www.micronisedminerals.com.au 

Physical     
Properties 

Typical Range 

Grain Size 
(<100 mm) 

>95%            
passing 90-100% 

Surface 
Area 930 m2 900-1000 

m2 

Bulk         
Density 

1100 kg/
m3 

1050 -1200                 
kg/m3 


